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START 



MOBILE STATION 112 DETERMINES THAT DIAGNOSTIC 
TESTING IS NECESSARY BECAUSE: 

1 ) SUBSCRIBER MANUAL INPUT HAS REQUESTED 
DIAGNOSTIC TESTING; OR 

2) INTERNAL FAULT HAS BEEN DETECTED. 



OTAMD SERVER 160 RECEIVES DIAGNOSTIC TESTING 
REQUEST MESSAGE FROM 1 12 AND BUILDS MS 1 12 
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MS 1 12 DIAGNOSTICS FILE 330 IS TRANSMITTED TO 
MS 1 12 VIA SMS MESSAGE OR TCP/IP PACKETS 



INTERPRETED BYTE-CODE APPLICATION PROGRAM 481 
IS EXECUTED IN MS 1 12 AND DIAGNOSTIC TESTS ARE |*. 520 
PERFORMED ON MS 112 



WHEN TESTING IS COMPLETED: 

1) SOFTWARE/HARDWARE IS CORRECTED, IF POSSIBLE; 

2) FAULT NOTIFICATION IS DISPLAYED TO SUBSCRIBER 
AND TRANSMITTED TO NETWORK 100; 

3) INTERPRETED BYTE-CODE APPLICATION 
PROGRAM 481 IS ERASED 
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